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USE

GENERAL NOTE: GATE AND FENCE CONSTRUCTION IS
TO PREVENT STI
VEHICLES VITHIN CHANNEL. PREVENTION OF PEDE

ORAGE OF MATERIALS AND
N STRIAN
BUT THE DESIGN IS NOT INTENDED

MAY BE IMPAIRED,
TO PREVENT PEDESTRIAN TRAFFIC,

BOLLARDS MAY BE USED IN LIEU OF GATE IF PEDESTRIAN

ACCESS IS DESIRED.

PLAN VIEW

(POSTS)> 3“x3“x(,180"

"

(FRAMED> 1 1/2'x1 1/2“x(0935*

NOTE #1: 20° STANDARD WIDTH, DIFFERENT
WIDTHS TO BE DESIGNED ACCORDINGLY.
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(PICKETS) 17%x1’x(.095”
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(SEE NOTE #DD
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POST FOOTER

CHANNEL FLOOR

(SEE DRAWING 421

SECTION A-A’

gEBEIIRPEuS{-;rNS PLACED IN HARDENED CINCRETE
] AND BASE FULLY GROUTED WITH HIGH STRENGTH
GROUT.

8’¢ CORING THROUGH THE SLAB

INTERIOR POSTS POURED MONOLITHIC WITH THE
,SLAB SHALL BE EMBEDDED A MINIMUM OF 18

6.07INTO A 24°X24* FOOTER. END POSTS POURED
MONOLITHIC WITH THE SLAB SHALL HAVE FULL
EMBEDMENT IN THE SLAB.

NOTE:
WHITE UNLESS OTHERWISE SPECIFIED.

STEEL WILL BE PRIMERED AND PAINTED

WELD T0O PROVIDE A
MINIMUM RETURN OF
1* ON _GATE FRAME
AND FENCE POST.

4'x4’ EXTRA HEAVY
DUTY HINGE
(STANLEY 12-8350)
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